
Auto Gate w/ Seals

• Standard with Rolled Lip and available with Vanstone Lip 
and Angle Rings

• The cylinder requires 90 psi to operate
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Size ø A B C D
E is  W/Gate 

Open 
Sliding Pl. 
Thickness

Shell/Body

4 10 6.97 10.43 7.17 15.75 14GA. 16GA.
5 10 7.95 12.40 8.66 18.78 14GA. 16GA.
6 10 8.94 14.37 10.04 21.65 14GA. 16GA.
7 10 10.91 18.31 13.11 27.56 14GA. 16GA.
8 10 10.91 19.33 13.11 27.72 14GA. 16GA.
9 11 13.70 22.04 15.87 33.46 12GA. 14GA.

10 11.5 14.57 22.05 15.87 33.46 12GA. 14GA.
12 11.5 16.54 28.43 20.20 40.20 12GA. 14GA.
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Parker Single Acting
Solenoid Valve,

Power to open with
spring return to close.

Parker  Pneumatic
Cylinders

Circuitry

Switch mounting
holes

HONEYWELL  LIMIT
SWITCH

pn# szl-vl-s-d-n-m
2 per gate

A piece of flat bar is drilled
and then bent, then mounted

to the blade, a rod with
threaded ends is used to

guide it to the limit switches

Closed Open

Limit switch layout and
spec sheet



Auto Gate No Leaks & No Seals

• Available in Rolled Lip, Vanstone Flange, Angle Rings
• Material types: Galvanized, Stainless Steel, and Carbon 

Steel 
• Ideal for high moisture systems, leak free to the atmosphere
• Requires 90 psi to operate
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ATABG

Size 
Ø"

A B C E F
# of 

Cylinders
3 4" 7  1/2 7 1/2 7   5/8 1      
4 5" 9  1/2 7 1/2 8   5/8 1      
5 6" 11  1/2 7 1/2 9   5/8 1      
6 7" 13  1/2 7 1/2 10   5/8 1      
7 8" 15  3/4 7 1/2 11   3/4 1      
8 9  1/2 18  1/4 7 1/2 12   3/4 1      
9 10  1/2 20  1/4 7 1/2 13   3/4 2      

10 11  1/2 22  1/4 7 1/2 14 1" 2      
11 12  1/2 24  1/4 7 1/2 15 1" 2      
12 13  1/2 26  1/4 7 1/2 16 1" 2      
13 14  1/2 29  1/4 7 1/2 17 1" 2      
14 15  1/2 30  1/4 7 1/2 18 1" 2      
15 16  1/2 32  1/4 7 1/2 19 1" 2      
16 17  1/2 34  1/4 7 1/2 20 1" 2      
17 18  1/2 36  1/4 7 1/2 21 1  1/2 2      
18 19  1/2 38  1/4 7 1/2 22 1  1/2 2      
19 20  1/2 40  1/4 7 1/2 23 1  1/2 2      
20 21  1/2 42  1/4 7 1/2 24 1  1/2 2      
22 23  1/2 46  1/4 7 1/2 26 1  1/2 2      
24 25  1/2 50  1/4 7 1/2 28 1  1/2 2      

Lateral angle
support only on
diameters 10”

and above.
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Body and
connectors are
fully welded to

prevent leaking to
the outside

atmosphere. C
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Parker Single
Acting

Solenoid
Valve and
Pneumatic
Cylinder

Reed Switch
Sensor for
Magnetic

Cylinder are
available as a

adder
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16 Angle
bar support Place 2
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2 up from

connecting collars
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