
Ball Joint (Rolled Lip)

• Available in Galvanized 3-10” and 12” 
• Connection types: Rolled Lip
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Pipe sizes
Sleeve

Rolled Lip
Collar

Hose bead

Pipe Size always fits
inside RL Collars

RL Collar would go to
the outside of Ball Joint

2"

1" 1"

Assembled

Assembled

20-25 degrees of
tilt from center and

360 of rotation

20-25deg.

Resistance spot weld

Lap components

Sealed with a beading machine

Cross Sectional detail of a lap and Spot weld Construction

RL Pipe or
other

component
slides over the
1" and clamps

together



Swivel Joints

• Available in sizes 3” to 12” diameters
• Large diameter available upon request
• Material Types: Galvanized and Stainless Steel

US-DUCT.COM

Aluminum Ball Bearing
Swivel Joint

Rolled lip connector with plate

Air Flow

Exploded view

Reducing hose
connection with plate

Available in sizes 3” to 12” diameters.

Larger diameters available upon request.

Offered in galvanized and stainless steel.

Constant spinning
movement if needed

All Swivel
Joints are
around 9"

long

Foam gaskets
1
8 thick.TYP. 2x3/16

GMAW
AS

NEEDED 1"L

1/8
GMAW

AS
NEEDED 1"L

8-32x1 Flat Head
Cap Screw, Zinc

8-32 Nylon Insert
Hex Lock Nut,Zinc
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