
Rolled Lip Pipe
• Available in sizes 3”-24”  
• Rolled lip pipe comes in standard 5’ lengths
• Galvanized or SS   
• Standard & heavy (up to 10) gauge
• Seams are laser welded* along length (call for sample)
• System is designed to be infinitely adjustable using our 11” adjustable sleeve & 
the collars of every fitting (elbows, branches, reducers)
NOTE: Galvanized material ASTM A527 with G-90 rating.

US-DUCT.COM

Rolled Lip Pipe 
Pipe 
Size  

26Ga. 22Ga. 20Ga. 18Ga. 16Ga. 14Ga. 12Ga. 11Ga. 10Ga.
Galv. Galv. SS Galv. SS Galv. SS Galv. SS Galv. SS Galv. SS Galv. SS Galv. SS

3 LF NA NA NA NA NA NA SP SP NA NA NA NA SP SP NA NA
4 NA LW LW LW LW NA NA SP SP NA NA NA NA SP SP NA NA
5 NA LW LW LW LW LW LW SP SP NA NA NA NA SP SP NA NA
6 NA LW LW LW LW LW LW SP SP NA NA NA NA SP SP NA NA
7 NA LW LW LW LW LW LW  MW  MW  MW  MW  MW  MW NA NA NA NA
8 NA LW LW LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
9 NA LW LW LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW

10 NA LW LW LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
11 NA LW LW LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
12 NA LW LW LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
13 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
14 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
15 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
16 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
17 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
18 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
19 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
20 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
22 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW
24 NA NA NA LW LW LW LW LW LW  MW  MW  MW  MW NA NA  MW  MW

LOCK-FORMED SEAM CONTRUCTION
LASER-WELD SEAM CONSTRUCTION
MIG WELDED COLLARS ADDED, NON-ADJUSTABLE
SEAMLESS PIPE COLLARS ADDED NON-ADJUSTABLE
NOT AVAILABLE NOT AVAILABLE
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