
Diverter Valves

• Standard with Rolled Lip and available with Vanstone Lip 
and Angle Rings

• Available with Limit Switches as a adder 
• Available in automatic and manual 
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Parker Double Acting
Solenoid Valve needs
power to open and

Power to close.

LB

T

OAL

45° 45°

AutoManual

Manual Operated
Handle

Removable
Clean out door

1
8 thick rubber

wiper/seal in the
blade (EPDM)

Removable
Clean out door

Parker Pneumatic
Cylinder

Size ø Trz. L-Body OAL

4 7 10.5 24.5
5 7 12 26
6 7 13 27
7 7 14.5 28.5
8 7 15.5 29.5
9 7 17 31

10 9 18 36
11 9 19.5 37.5
12 9 23 41
13 9 24 42
14 9 25.5 43.5
15 9 26.5 44.5
16 9 28 46
17 9 29 47
18 9 30 48
19 12 31.5 55.5
20 12 32.5 56.5
22 12 35 59
24 12 37.75 61.75



1
8 x 1" Foam Gasket

1
2 x 4" Bearing
Block TYP.2

1" Flange Bearing
with 2 mounting

holes TYP.2

1" x 3" Keyed Shaft collar

Rod Clevis 12-20 thread

2 x 2 x 3
16

Cylinder support

Pneumatic Cylinder with
2-14 push lock fittings

1-1 12" Steel
keyed shaft

Removable clean out
door with (Integrated
handle on larger sizes)

Diverter Switch Arm 38 plate

Air Flow
Direction Arrow

on this side

5"

Manual Arm

1 12 Flat Bar with 1" Angle
Bar welded on

1" x 3" Keyed Shaft collar

Size ø Trz. L-Body OAL
26 18 42 78
28 18 44.5 80.5
30 18 46.5 82.5
32 18 49.5 85.5
34 20 52 92
36 20 55 95
38 20 57 97
40 20 59.5 99.5

Diverter 
Size

Cylinder 
Dim.

Cylinder 
Stroke

4-6” 1 1/2” 3”

7-10” 2 1/2” 3”

11-24” 2 1/2” 6”
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