
Hat Hanger

• Available in Galvanized, Stainless Steel and over 24” Carbon 
Steel

• Added ‘hat’ at the top allow for threaded rod/nut to attach 
to the ceilling, floor, or wall
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2"
60° 3 1/2

7/16 Ø
The Hat Hanger Part should
always be the same width
and material as the hanger
it's on. 3-7" is 1" and 8" and

up is 1 12"
(11Ga. material thickness)



Hat Hangers

Pipe 
Size

A B C D E
Flat Cut 
Lengths

(+ - 1/8)

3 5 1/4 1 11 Ga. 1   7/16 6  7/16
4 6 1/4 1 11 Ga. 1   7/16 8.21
5 7 1/4 1 11 Ga. 1   7/16 9.66
6 8 1/4 1 11 Ga. 1   7/16 11.18
7 9 1/4 1 11 Ga. 1   7/16 12  3/4 
8 11 1/4 1 1/2 11 Ga. 1 1/2   9/16 15  3/8 
9 12 1/4 1 1/2 11 Ga. 1 1/2   9/16 17  1/16

10 13 1/4 1 1/2 11 Ga. 1 1/2   9/16 18 11/16
11 14 1/4 1 1/2 11 Ga. 1 1/2   9/16 20  5/8 
12 15 1/4 1 1/2 11 Ga. 1 1/2   9/16 21 15/16
13 16 1/4 1 1/2 11 Ga. 1 1/2   9/16 23  1/2 
14 17 1/4 1 1/2 11 Ga. 1 1/2   9/16 25      
15 18 1/4 1 1/2 11 Ga. 1 1/2   9/16 26  9/16
16 19 1/4 1 1/2 11 Ga. 1 1/2   9/16 28  1/4 
17 20 3/8 1 1/2 11 Ga. 1 1/2   9/16 29 11/16
18 21 3/8 1 1/2 11 Ga. 1 1/2   9/16 31  5/16
19 22 3/8 1 1/2 11 Ga. 1 1/2   9/16 32  7/8 
20 23 3/8 1 1/2 11 Ga. 1 1/2   9/16 34  9/16
21 24 3/8 1 1/2 11 Ga. 1 1/2   9/16 35  3/4 
22 25 3/8 1 1/2 11 Ga. 1 1/2   9/16 37  5/8 
23 26 3/8 1 1/2 11 Ga. 1 1/2   9/16 39      
24 27 3/8 1 1/2 11 Ga. 1 1/2   9/16 40  5/8 
25 28 3/8 1 1/2   3/16 1 1/2   9/16 42      
26 30 3/8 2   3/16 2   9/16 44  5/8 
27 31 3/8 2   3/16 2   9/16 46  3/16
28 32 3/8 2   3/16 2   9/16 47 11/16
29 33 1/2 2  1/4 2   9/16 49  3/8 
30 34 1/2 2  1/4 2   9/16 50  7/8 
31 35 1/2 2  1/4 2   9/16 52  5/8 
32 36 1/2 2  1/4 2   9/16 54      
33 37 1/2 2  1/4 2   9/16 55  3/8 
34 38 1/2 2  1/4 2   9/16 57  1/16
35 39 1/2 2  1/4 2   9/16 58  3/4 
36 40 1/2 2  1/4 2   9/16 60  5/16
37 41 1/2 2  1/4 2   9/16 61 15/16
38 42 1/2 2  1/4 2   9/16 63  7/16
39 43 1/2 2  1/4 2   9/16 65  1/4 
40 44 1/2 2  1/4 2   9/16 66  9/16
41 45 1/2 2  1/4 2   9/16 68  5/32
42 46 1/2 2  1/4 2   9/16 69  5/8 
43 47 1/2 2  1/4 2   9/16 71  9/32
44 48 1/2 2  1/4 2   9/16 72  7/8 
45 49 1/2 2  1/4 2   9/16 74  7/16
46 50 1/2 2  1/4 2   9/16 76      
47 51 1/2 2  1/4 2   9/16 77  9/16
48 52 1/2 2  1/4 2   9/16 79  5/32
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